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Swing Check Valve With Optional Lever And Weight 
Series 9000 

FL X FL  Type  ▪  Sizes 2”-24” 

Size 2” 2.5” 3” 4” 6” 8” 10” 12” 14” 16” 18” 20” 24” 

Model 9002 9025 9003 9004 9006 9008 9010 9012 9014 9016 9018 9020 9024 

A 8” 8.5” 9.4” 11.4” 14” 19.4” 24.4” 27.5” 30.9” 35.9” 35.9” 40” 47.9” 

B 4.7” 5.3” 5.5” 6.6” 8.46” 10.5” 12” 13.5” 17.7” 20.4” 21.6” 23.2” 26.7” 

Dimensions:

   Specified Features: 

▪ Design and Materials Exceed AWWA C508
▪ ANSI B 16.1 Class 125 Flanges
▪ Working Temperature –14°F to 248°F

No. Part Name Materials 
1 Body Ductile Iron 

2 Body Seat Bronze, B62 

3 Disc Ductile Iron 

4 Stud A2-70 

5 Nut 304 Stainless Steel 

6 Pin 304 Stainless Steel 

7 Washer 304 Stainless Steel 

8 Hanger Ductile Iron 

9 Disc Seat Bronze, B62 

10 Hanger Spindle 304 Stainless Steel 

11 Gasket Stainless Steel + Graphite 

12 Bolts A307B 

13 Nuts Carbon Steel Zinc Plated 

14 Cover Ductile Iron 

15 Hook Carbon Steel A307 

16 Spindle Bushing Bronze B62 

17 Washer PTFE 

18 Washer Brass B16 

19 V-Type packing EPDM 

20 Gland Ductile Iron 

21 Studs A2-70 

22 Nuts A2-70 




