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SLAMBUSTER CHECK VALVE
FLG X FLG • SIZE 2” TO 48”
POSITION INDICATOR • BACKFLOW ACTUATOR

NO. PART MATERIAL
1 Body Ductile Iron Nickel Seat

2 BackFlow Actuator Stainless Steel

3 Quick Closure 
Mechanism Stainless Steel

4 Disc BUNA or EPDM

5 Gasket BUNA or EPDM

6 Cover Ductile Iron

7 Bolting Stainless Steel

8 Position Indicator Stainless Steel

SIZE L L1 H1 H2

2” 8” 10 1/2” 8 1/8” 3 3/4”

2.5” 8 1/2” 10 7/8” 8 3/8” 3 3/4”

3” 9 1/2” 11 1/4” 8 3/8” 6 1/2”

4” 11 1/2” 11 1/4” 8 3/8” 7 1/2”

6” 15” 17” 10 1/4” 9 3/8”

8” 19 1/2” 21 3/4” 13” 11”

10” 24 1/2” 25” 15” 12 5/8”

12” 27 1/2” 29” 18 3/8” 13 3/4”

14” 31” 24 5/8” 13 1/4” 19 3/8”

16” 32” 26” 16 5/8” 20 7/8”

18” 36” 32” 22 3/4” 22 1/4”

20” 40” 34 3/8” 23 3/4” 23 1/4”

24” 47 5/8” 39” 25 3/8” 27 1/4”

30” 56” 57” 46 1/2” 33 3/4”

36” 63” 65” 55” 40 1/8”

42” 70” 74” 59 3/8” 48 1/4”

48” 76” 84 1/4” 64” 54”

SLAMBUSTER AWWA C508 
CHECK VALVE SERIES 9500

FEATURES
• Ductile Iron Body & Cover with Welded Nickel Seat
• Fusion Bonded Epoxy Coated Inside and Out
• Stainless Steel “Quick Closure Mechanism”
• Prevents Slam During Pump Shut-down
• Rubber Encapsulated Steel or Ductile Iron
• Flexible Hinge with Nylon Reinforcement
• 25-year Warranty on the Flexible Hinge
• ANSI B16.1 Class 125 or Class 250 Flange
• Position Indicator and/or Backflow Device, Available

Design and Materials Subject to Change Without Notice.  Call for Verification and Any Updated Drawings
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DIMENSIONS
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J&S VALVE - SLAMBUSTER
CHECK VALVE AWWA C508
FLANGED MODEL: CV-9500

SLAMBUSTER CHECK VALVE
SERIES 9500 • AWWA C508 •  FLG

 SIZES 2"-24" WITH PI & BACKFLOW ACTUATOR

FEATURES:
   ▪ FLANGES CONFORM TO ASME B16.1, CLASS 125.
   ▪ EPOXY COATINGS IN AND OUT.
   ▪ 250 PSI WORKING PRESSURE.
   ▪ ANSI / NSF 61 AND 372 CERTIFIED
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PART NAME MATERIAL

BODY DUCTILE IRON
ASTM A536 65-45-12

BACKFLOW
ACTUATOR STAINLESS STEEL

QUICK CLOSURE
MECHANISM STAINLESS STEEL

DISC ENCAPSULATED DUCTILE
IRON EPDM/NBR

GASKET ASTM D2000 EPDM/NBR

COVER DUCTILE IRON

FASTNERS STAINLESS STEEL

POSITION
INDICATOR STAINLESS STEEL

NO. L L1 H1 H2

2" 8" 10 12" 8 18" 3 3 4"

2.5" 8 12" 10 78" 8 3 8" 3 3 4"

3" 9 12" 11 14" 8 3 8" 6 12"

4" 11 12" 14 14" 8 3 8" 7 12"

6" 15" 17" 10 14" 9 3 8"

8" 19 12" 21 3 4" 13" 11"

10" 24 12" 25" 15" 12 5 8"

12" 27 12" 29" 18 3 8" 13 3 4"

14" 31" 24 5 8" 13 14" 19 3 8"

16" 32" 26" 16 5 8" 20 7 8"

18" 36" 32" 22 3 4" 22 14"

20" 40" 34 3 8" 23 3 4" 23 14"

24" 47 5 8" 39" 25 3 8" 27 14"

30" 56" 57" 46 12" 33 3 4"

36" 63" 65" 55" 40 18"

42" 70" 74" 59 3 8" 48 14"

48" 76" 84 14" 64" 54"
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