
SPECIFICATION
AWWA C509/C515 RESILIENT SEATED GATE

SCOPE
This specification covers design, manufacturing and testing of 2” - 108” Resilient Seated Gate Valves

STANDARDS
Valves 3” - 72” are designed and manufactured in compliance with AWWA C509 and C515, valves shall 
be ANSI NSF 61 and ANSI NSF 372 Certified. Valves larger than 72” are designed and manufactured to 
AWWA Standards, where applicable.

CONNECTIONS
Valves 2” - 48” shall have flange, mechanical joint or flange by mechanical joint end connections.
54” and larger valves shall be flanged in accordance with ASME B16.1. Valves shall have Class 125 or 
Class 250 Flange. Class 125 Flanges valves shall be rated at 250psi.  Class 250 Flanges valves shall be 
rated at 600psi.

DESIGN
Valves shall be non-rising stem (NRS) or outside screw and yoke (OS&Y).

TESTING 
Valves shall be tested in accordance with AWWA C509 or C515.

MATERIAL 
Body, Bonnet, Wedge and Gland shall be cast of ASTM A536 Grade 65-45-12 ductile iron. Stem 
material, body bolts and bonnet bolts shall be stainless steel, bronze stems available. The wedge on 2” 
- 48” shall be encapsulated with synthetic rubber to allow zero leakage at the rated pressure. 54” and 
larger shall have a mechanically retained rubber seat on the wedge that is retained by a stainless steel 
ring with stainless steel bolts. The rubber parts are to be EPDM or other specified elastomer. OS&Y 
Valves shall have multiple rings of packing and a stuffing box. 30” and larger valves shall have stainless 
steel rollers and track with bronze scrapers on both sides of the body which maintains a smooth 
surface between the rubber seating area and the iron body of the valve and also guides the wedge 
through full travel of operation.

COATINGS
Valve internal and external coatings shall be NSF 61 Certified Epoxy Coating.

QUALITY
Resilient Seated Gate Valves 2” - 108” shall be manufactured by J&S Valve, Inc. or approved equal.
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